Assiduidade de maquina de cartdo perfurado PY-S880

Parametros:

Cartao Capacidade 10000

Capacidade de transacao 50 000

Plataforma de hardware ZEMb510

Comunicacao RS232\/485, TCPV/IP, USB-host

Funcgoes padrao Workcode, SMS, DLST, programar-sino, consulta de autoatendimento,

interruptor automatico do Status, T9 entrada, foto-identificacdo, camera,
Web-servidor

Interface de controle de acesso 3area de trabalho remota festa de Tranca Eletrica, sensor de porta, botao

para exit, campainha de alarme,
Sinal de Wiegand Entrada & saida

Fungodes opcionais IDVIC, Wi-Fi, GPRS
Exposicao Tela de 3,5 polegadas TFT
Fonte de alimentagao DC12V1.5a
Temperatura de 0 °C-45 °C

funcionamento

Umidade operacional: 20% - 80%

Fornecedor:

Wi-Fi assiduidade empresa de cartao de Temic, fabrica de blogueio de cartdao multi-color hotel, Vendas por
atacado da mdaquina de atendimento multi cores



https://www.proyu-tech.com/pt/news/How-to-effectively-let-customers-contact-hotel-staff-through-the-electronic-door-lock-system.html
https://www.proyu-tech.com/pt/news/When-Losing-System-Authorizing-Card-for-the-hotel-lock-system.html
https://www.proyu-tech.com/pt/news/When-Losing-System-Authorizing-Card-for-the-hotel-lock-system.html
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